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PART NUMBER  |DESCRIPTION QTY.
MC 2 Main Crank Shaft 1
MC 3 Main Crank Throw 1
MC 4 Main Crank Throw Key 1
MC 5 Crank Pin 1
MC 6 Crank Pin Tapered Cotter Pin 1
MC 7 Thrust Collar 2
MC 8 Reverse Thrust Bearing 2
MC 9 Thrust Collar Babbitt Inserts (3) 2

N2 5/8" Hex Nut 2
N6 1-1/4" Hex Nut-Special 4
B1 5/8" Bolt x 2" 2
B 14 1-1/4" Bolt x 19" 2

MC 6

MC?2

_— U.S.S. Monitor Steam Engine
TS RWC 12-2018 Main Crank
3 823 ‘56 Descrlptlon .
i Main Crank

Part #

© 2018 R.W.Carlstedt | MC 1 Assembly
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U.S.S. Monitor Steam Engine

Material Drawn By - Date Sub-Assembly

STEEL RWC 10-2018 Main Crank

Weight (Lbs) Description

882.51 .

= Main Crank Throw
Part #

MC 3
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U.S.S. Monitor Steam Engine

Material Drawn By - Date Sub-Assembly

STEEL RWC 10-2018 Main Crank
Wgelggs_bs) Description

T Main Crank Throw
Part #

MC 4 Key
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U.S.S. Monitor Steam Engine

Material

STEEL

Weight (Lbs)

145.72

Drawn By - Date

Sub-Assembly

RWC 10-2018 Main Crank

Scale

1:4

Part #

MC 5

Description

Crank Pin
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U.S.S. Monitor Steam Engine
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Material Drawn By - Date Sub-Assembly

Brass RWC 10-2018 Main Crank
Weight (Lbs) Description

24.34
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Part # .

MC 8 Bearing
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U.S.S. Monitor Steam Engine

Material

Weight (Lbs)

9.58

Drawn By - Date

RWC 10-2018

Sub-Assembly

Main dsamkCrank

Scale

1:2

Part #

MC9

Description

Thrust Collar Babbitt

Insert
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